**Specification**

**Cells Per Unit**  
1

**Voltage Per Unit**  
2

**Capacity**  
2000Ah@10hr-rate to 1.80V per cell @25℃

**Weight**  
Approx. 124.0Kg (Tolerance ±1.0%)

**Internal Resistance**  
Approx. 0.30 mΩ

**Max. Discharge Current**  
7000A (5 sec)

**Terminal**  
F10(M8)

**Maximum Charging Current**  
500.0 A

**Cycle Use Voltage**  
2.30 V~2.33 V  @ 25℃

**Self Discharge**  
The batteries can be stored for up to 6 months at 25℃ and then recharging is recommended. Monthly Self-discharge ratio is less than 4% at 25℃. Please charged batteries before using.

**Operating Temperature Range**  
Discharge: -20℃~60℃  
Charge: 0℃~50℃  
Storage: -20℃~60℃

**Temperature Compensation:** -4mV/℃/Cell

**Design Life**  
20 years

**DC-C series lead-carbon batteries use functional activated carbon and graphene as carbon materials, which are added to the negative plate of the battery to make lead carbon batteries have the advantages of both lead-acid batteries and super capacitors. It not only improves the ability of rapid charge and discharge, but also greatly prolongs the battery life, more than 2000 cycles at 80%DOD. It is more suitable for the application of PSOC.**

---

**Feature**

**Application**

- Home energy storage system
- Smart power grid and micro-grid system
- Distributed energy storage system
- Solar and wind energy storage system
- Solar power generation grid or off-grid energy storage system
- Generation and battery hybrid energy storage system

---

**Constant Current Discharge Characteristics :A(25℃)**

<table>
<thead>
<tr>
<th>F.V/Time</th>
<th>1HR</th>
<th>2HR</th>
<th>3HR</th>
<th>4HR</th>
<th>5HR</th>
<th>8HR</th>
<th>10HR</th>
<th>24HR</th>
<th>48HR</th>
<th>72HR</th>
<th>100HR</th>
<th>120HR</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.60V</td>
<td>1211</td>
<td>739.8</td>
<td>551.4</td>
<td>436.1</td>
<td>367.5</td>
<td>250.8</td>
<td>214.7</td>
<td>94.5</td>
<td>49.7</td>
<td>34.1</td>
<td>25.0</td>
<td>21.3</td>
</tr>
<tr>
<td>1.65V</td>
<td>1188</td>
<td>727.2</td>
<td>543.0</td>
<td>430.1</td>
<td>363.0</td>
<td>248.1</td>
<td>212.5</td>
<td>93.5</td>
<td>49.2</td>
<td>33.7</td>
<td>24.7</td>
<td>21.1</td>
</tr>
<tr>
<td>1.70V</td>
<td>1158</td>
<td>710.5</td>
<td>531.7</td>
<td>422.1</td>
<td>356.9</td>
<td>244.3</td>
<td>209.6</td>
<td>92.2</td>
<td>48.6</td>
<td>33.3</td>
<td>24.4</td>
<td>20.8</td>
</tr>
<tr>
<td>1.75V</td>
<td>1116</td>
<td>687.7</td>
<td>516.4</td>
<td>411.1</td>
<td>348.6</td>
<td>239.2</td>
<td>205.6</td>
<td>90.5</td>
<td>47.6</td>
<td>32.6</td>
<td>23.9</td>
<td>20.4</td>
</tr>
<tr>
<td>1.80V</td>
<td>1059</td>
<td>656.1</td>
<td>495.0</td>
<td>395.8</td>
<td>336.9</td>
<td>232.0</td>
<td>200.1</td>
<td>88.0</td>
<td>46.3</td>
<td>31.8</td>
<td>23.3</td>
<td>19.9</td>
</tr>
<tr>
<td>1.85V</td>
<td>978.3</td>
<td>610.9</td>
<td>464.3</td>
<td>373.7</td>
<td>320.0</td>
<td>221.5</td>
<td>191.9</td>
<td>84.4</td>
<td>44.5</td>
<td>30.5</td>
<td>22.3</td>
<td>19.1</td>
</tr>
</tbody>
</table>

(Note) The above characteristics data are average values obtained within three charge/discharge cycle not the minimum values.

---

**Constant Power Discharge Characteristics : WPC(25℃)**

<table>
<thead>
<tr>
<th>F.V/Time</th>
<th>1HR</th>
<th>2HR</th>
<th>3HR</th>
<th>4HR</th>
<th>5HR</th>
<th>8HR</th>
<th>10HR</th>
<th>24HR</th>
<th>48HR</th>
<th>72HR</th>
<th>100HR</th>
<th>120HR</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.60V</td>
<td>2264</td>
<td>1402</td>
<td>1053</td>
<td>837.2</td>
<td>708.5</td>
<td>489.9</td>
<td>422.0</td>
<td>185.7</td>
<td>97.8</td>
<td>67.0</td>
<td>49.1</td>
<td>41.9</td>
</tr>
<tr>
<td>1.65V</td>
<td>2245</td>
<td>1388</td>
<td>1043</td>
<td>830.1</td>
<td>703.3</td>
<td>485.9</td>
<td>418.6</td>
<td>184.2</td>
<td>97.0</td>
<td>66.5</td>
<td>48.7</td>
<td>41.6</td>
</tr>
<tr>
<td>1.70V</td>
<td>2195</td>
<td>1361</td>
<td>1024</td>
<td>816.5</td>
<td>693.0</td>
<td>479.2</td>
<td>413.2</td>
<td>181.8</td>
<td>95.7</td>
<td>65.6</td>
<td>48.1</td>
<td>41.1</td>
</tr>
<tr>
<td>1.75V</td>
<td>2127</td>
<td>1323</td>
<td>999</td>
<td>798.3</td>
<td>679.1</td>
<td>470.0</td>
<td>405.8</td>
<td>178.6</td>
<td>94.0</td>
<td>64.4</td>
<td>47.2</td>
<td>40.3</td>
</tr>
<tr>
<td>1.80V</td>
<td>2028</td>
<td>1269</td>
<td>961.5</td>
<td>771.3</td>
<td>658.6</td>
<td>456.9</td>
<td>395.3</td>
<td>173.9</td>
<td>91.6</td>
<td>62.8</td>
<td>46.0</td>
<td>39.3</td>
</tr>
<tr>
<td>1.85V</td>
<td>1887</td>
<td>1188</td>
<td>905.9</td>
<td>731.0</td>
<td>627.6</td>
<td>437.3</td>
<td>379.8</td>
<td>167.1</td>
<td>88.0</td>
<td>60.3</td>
<td>44.2</td>
<td>37.8</td>
</tr>
</tbody>
</table>

---

**ISO 9001**  
**ISO 14001**  
**OHSAS 18001**

**DC2-2000C (2V2000Ah)**

SHENZHEN RITAR POWER CO., LTD.
URL: www.ritarpower.com

Add: 10th Floor, Tower C, 1st Building, Software Industry Base, No.81, Xuefu Road, Nanshan District, Shenzhen, Guangdong, China 518057
Tel: +86-755-33981668/83475380  Fax: +86-755-83475180  E-mail: sales@ritarpower.com  Version 19A-0
DC2-2000C(2V2000Ah)

Dimensions

Reference Capacity

<table>
<thead>
<tr>
<th>Hour Rate</th>
<th>C10 (Ah)</th>
<th>C72 (Ah)</th>
<th>C100 (Ah)</th>
<th>C120 (Ah)</th>
</tr>
</thead>
<tbody>
<tr>
<td>F.V (V/Cell)</td>
<td>1.80</td>
<td>1.85</td>
<td>1.85</td>
<td>1.85</td>
</tr>
<tr>
<td>Capacity (Ah)</td>
<td>2000.0</td>
<td>2196.0</td>
<td>2230.0</td>
<td>2292.0</td>
</tr>
</tbody>
</table>

Characteristic Curve

Discharge Characteristics Curve

Charge Characteristic Curve for Cycle Use(IU)

Effect of Temperature on Long Term Life

Cycle Life in Relation to Depth of Discharge

(Note) All above information shall be changed without prior notice, Ritar reserves the right to explain and update the latest information.

SHENZHEN RITAR POWER CO., LTD.
URL: www.ritarpower.com